. SEE
NOTE 1

—3" TYPE B AC
SEE NOTE 4.

CONCRETE —— |5 _72
SLURRY 500

BACKFILL PER
SPECIFICATIONS

L'f /) AN

/ EXIST
MANHOLE

SEE NOTE 3 v

NOTES:
1. GRIND EXISTING ASPHALT PAVEMENT TO NEAT

2.

EXIST
SIDEWALK

EXIST CURB &
GUTTER

EXIST STRUCTURAL
SECTION (THICKNESS
VARIES)

EDGE MINIMUM 20" WIDE.

CONTRACTOR SHALL ADJUST HORIZONTAL TRENCH ALIGNMENT TO AVOID

EXISTING UTILITIES AS NECESSARY.

VERIFY ALIGNMENT ADJUSTMENTS

WITH CITY REPRESENTATIVE. MAINTAIN MIN 12" CLEARANCE FROM
EXISTING UTILITIES AND OBSTUCTIONS.

FOR ITS CONDUIT TRENCH DETAIL, SEE STD DWG ITS—4 AND ITS-5.

REPAVING OPERATIONS SHALL BE TO CITY STD SPECS AND DRAWINGS.

REF. & REV.

FeB 08

[TS CONDUIT TRENCH
LAYOUT NO. 2

CITY OF FRESNO
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